BecueHTpoBbIK KpyrnownndosanbHbIU CTaHO
Herminghausen Werke SR 15 AR

K coxaneHuto MmawwuHa yxe npogaHal

ApTukyn: 0800612

Twn cTaHka: BecueHTposbii KpyrnownudosanbHbIi
CTaHOK

Mpownssoauntens: Herminghausen Werke

Mogenb: SR 15

lNog 1965

npon3BoACTBA:

Twun ynpasneHus: other

CtpaHa Germany

Npon3BOAUTENb:

MecToHaxoxgeH Leipzig 1

ve:

Cpok noctaeku: HesamepnutenbHo

Ycnosus EXW, free on truck unpacked

nocTaBku:

Llena: no 3anpocy

TexHUyeckue petanu

Jnametp wnucposaHus: mm

Jvametp wnucposanbHOro Kpyra: 300 mm

LinpuHa wnudpoBanbHOro Kpyra: 60 mm

CKOPOCTb WNNEOBaNbHOro Kpyra: 1800 U/min
Obwas notpebnsemMast MOWHOCTb: ca. 2,5 kW

Bec mMawwmHbl ok.: 0,68t

Pasmepbl MawnHbI: 1,1x0,7x1,45m
[abapuTbl Ans TPAHCMOPTUPOBKM: 1,2x0,9x1,4m
HanpsxeHue: 380V /Hz

JdononHutenbHas uHdpopmauums

CENTRELESS CYLINDRICAL GRINDING MACHINE

Application: centreless thread grinding / profile grinding / cylinder grinding

Materials usable: hard, brittle materials such as porcelain, seatite, ceramics etc.

Working method: by means of template turning device (template for wheel grinding), crosswise adjustment 90mm, tool = diamond

Largest angle of incline to be set 6

Rotational speed of the grinding wheel 45 rpm when rolling in. 1800 rpm when grinding.

Speed of regulating wheel (@ 185 x 60mm, rubber-bonded) variable from 8 to 200 rpm by electrically controlled DC motor
Thread diameter min./max.: @ 4 mm /& 20mm

Thread pitch: min./max.: 0.5 mm /2.0 mm

Thread length min./max.: 6.0 mm / 100 mm
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